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SECRETARY

BosBY JINDAL
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State of Louigiana
DEPARTMENT OF ENVIRONMENTAL QUALITY
ENVIRONMENTAL SERVICES

File Number: LAGS60000
Al Number: 89741
Activity Number: PER20130001

United States Environmental Protection Agency, Region 6
1445 Ross Avenue, Suite 1200
Dallas, Texas 75202-2733

Attention: Ms. Evelyn Rosborough

Subject: Preliminary Draft Permit for the Class III Sanitary Discharge General Permit.

Dear Ms. Rosborough:

The enclosed preliminary draft package is being submitted in accordance with the terms of the Memorandum of
Agreement (MOA) between the Louisiana Department of Environmental Quality and the U.S. Environmental

Protection Agency. Region 6.

PERMIT NUMBER FACILITY
LAG560000 Class III Sanitary Discharge General Permit

Please note the received date of this package and forward via electronic mail to Ms. Rachel Davis at
rachel.davis@la.gov to acknowledge the receipt of this preliminary draft permit. In accordance with the MOA, the
Agency has ninety (90) days to submit comments regarding the preliminary draft. Please send official comments to
Mr. Sam L. Phillips, Assistant Secretary, at the following address:

Sam L. Phillips
Assistant Secretary
Office of Environmental Services
Post Office Box 4313
Baton Rouge, Louisiana 70821-4313

It would be appreciated if you could also send a copy of your comments to me. If you have any questions regarding
the enclosure(s), please contact me at (225) 219-3515 or e-mail address rachel.davis@la.gov.

Sincerely,

Rachel Davis
Environmental Scientist
Water Permits Division

Attachments (fact sheet, public notice, and preliminary draft permit)

ec: Permit Compliance Unit Todd Franklin
All Regional Offices Stephanie Braden
Office of Environmental Compliance Scott Guilliams

Water Permits Division

Post Office Box 4313 « Baton Rouge, Louisiana 70821-4313 « Phone 225-219-3181 o Fax 225-219-3309
www.deq.louisiana.gov





MASTER GENERAL PERMIT
NUMBER: LAG560000

ACTIVITY NO.: PER20130001

DRAFT

“LOUISIANA™

OFFICE OF ENVIRONMENTAL SERVICES

Water Discharge Permit

MASTER GENERAL PERMIT NUMBER LAG560000

Class III Sanitary Discharge General Permit

In accordance with the Clean Water Act of 1987 and the Louisiana Environmental Quality Act (La.
R.S. 30:2001, et seq.: "The Act'") and the Rules effective or promulgated under the authority of the
Act, this Louisiana Pollutant Discharge Elimination System General Permit is issued. This permit
authorizes persons who meet the requirements of Part I.A and have been approved by the Office to
discharge to waters of the State treated sanitary wastewater and/or other accepted wastewater
types totaling less than 56,000 gallons per day maximum expected flow in accordance with effluent
limitations, monitoring requirements, and other conditions set forth in Parts I, II, and III of this
permit.

This permit shall become effective on

This permit and the authorization to discharge shall expire five (5) years from the effective date of
the permit.

Issued on

DRAFT

Sam L. Phillips
Assistant Secretary

GALVEZ BUILDING « 602 N. FIFTH STREET « P.O. BOX 4313 + BATON ROUGE, LA 70821-4313 « PHONE (225) 219-3181
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SECTION A. APPLICABILITY

Facilities covered by this general permit are those discharging treated sanitary wastewater and/or other accepted
wastewater types in quantities less than 50,000 GPD maximum expected flow as calculated using the sewage loading
guidelines in the state sanitary code or from an alternative approved data source. “Accepted wastewater types” include
those wastewaters with effluent characteristics which are not significantly different from sanitary wastewaters and which
may be successfully treated by biological means to meet effluent limitations. Facilities covered include, but are not
limited to, residential subdivisions, trailer parks, on-site residential laundry facilities, coin operated laundromats,
restaurants, schools, shopping centers, office buildings, and publicly owned treatment works.

All persons operating a source or conducting an activity that results in a treated sanitary wastewater discharge as
described above are eligible for coverage under this general permit and will become permittees authorized to discharge
upon written notification by this Office of coverage under this general permit. Notice of intent (NOI) to be covered under
this general permit should be made using form WPS-G which may be obtained on the internet at
http://www.deq.louisiana.gov/portal/Portals/0/permits/Ipdes/wps-g.pdf. Should electronic NOIs (e-NOIs) become
available during the term of this permit, the Department may suspend use of paper NOIs Existing dischargers eligible for
this permit must submit a NOI within thirty (30) days of the effective date of this permit. Proposed facilities desiring
coverage under this permit must submit a NOI at least sixty (60) days prior to commencement of discharge. Any
permittee covered by an individual permit may request that the individual permit be canceled if the permitted source or
activity is also eligible for coverage by this general permit. Upon written acceptance of that request by this Office, the
permittee will be covered by this general permit. Existing dischargers currently covered under the previous Class I11
Sanitary Discharge General Permit shall automatically be covered under this general permit, provided they continue to
meet all applicability requirements. After the permit is issued, current Class III sanitary discharge permittees will be sent
a cover letter and Appendix A detailing the applicable schedule(s) for the facility. Current permittees shall continue too
follow the previous permit until the renewal authorization is delivered.

This general permit shall not apply to:

l. discharges other than those described above;

2. facilities which do not conform with the regulations set forth in the Louisiana Sanitary Code;
3. facilities which receive unacceptable wastewater types from industrial and/or other sources;
4. facilities which have been assigned limitations in the Louisiana Water Quality Management Plan or an

approved Waste Load Allocation (from a previous study or from the current updates from the Total
Maximum Daily Loads) that are different from those in this permit;

5. sanitary discharges at operations classed as new sources or new dischargers, if the discharge will cause or
contribute to the violation of water quality standards (LAC 33:1X.2317.A.9); and

6. new facilities discharging into a waterbody designated as an outstanding natural resource water,
as defined in LAC 33:IX.1123.Table 3, if it will cause degradation of these waters. This will be
established based on the Antidegradation Policy (LAC 33:IX.1119), the Water Quality
Management Plan, and the Louisiana TMDL Technical Procedures. Please note, where a
discharge enters a tributary to an ONRW, and the tributary has not been classified as ONRW, the
tributary is treated as any other stream. However, “no degradation” must be satisfied within the
ONRW. 1t will be the applicant’s responsibility to provide data to the Water Permits Division,
upon request, to show that its facility will not cause degradation to an outstanding natural
resource waterbody.
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EFFLUENT LIMITATIONS

The limitations
description and

listed below shall apply to each outfall at the facility. Please see Appendix A of this permit for the Outfall
applicable schedules that shall apply to each particular outfall.

EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS

During the period beginning with written notification of coverage under this permit and lasting through the expiration date

of this permit,
totaling less th

the permittee is authorized to discharge treated sanitary wastewater and/or other accepted wastewater
an 50,000 gallons per day maximum expected flow from the specified facility in accordance with the

following limitations:

SCHEDULE A' - FINAL EFFLUENT LIMITATIONS

DISCHARGE LIMITATIONS MONITORING REQUIREMENTS
EFFLUENT MONTHLY DAILY MEASUREMENT SAMPLE
CHARACTERISTICS AVERAGE MAXIMUM? FREQUENCY’ TYPE
FLOW - GPD N/A REPORT 1/month Measure
BODs/CBOD:;', mg/I 20 30 1/month Grab
TSS, mg/l 20 30 1/month Grab
OIL & GREASE’, mg/I N/A 15 1/month Grab
FECAL COLIFORM®, 200 ' 400 1/month Grab
colonies / 100 ml
pH’, standard units --- - |/month Grab
1

There shall be

Upon written notification of coverage under this permit, the permittee shall comply with the effluent limitations
schedule(s) stated in Appendix A of this permit. Schedule A will apply to all facilities which receive coverage
under this general permit, unless the facility is required to meet effluent limitations in Schedule B or Schedule C.

If the facility is classified as a Publicly Owned Treatment Works (POTW), then Weekly Average will be utilized in
accordance with LAC 33:1X.2709.D.2. _

Certain facilities of concern are subject to a monitoring frequency of 1/week. Instructions will be given in the cover
letter and/or Appendix A of the permit authorization if this condition is applicable to the permittee.

CBOD; limitations are required when NH;-N limitations in Schedule E are required in the permit coverage. BODs
limitations are required when NH;-N limitations are not required in the permit coverage.

Required only for discharges which include food service wastewater or laundromat wastewater.

If the discharge is located in an oyster propagation area, fecal coliform limitations will be 14 colonies/100 ml
monthly average and 43 colonies/100 ml weekly average. Appendix A states if the more stringent limitations apply.
The pH shall not be less than__6.0 standard units nor greater than__ 9.0 _standard units. The permittee shall report
on the Discharge Monitoring Reports both the minimum and maximum instantaneous pH values measured.

no discharge of floating solids or visible foam in other than trace amounts, nor of free oil or other oily

materials, nor of toxic materials in quantities such as to cause acute toxicity to aquatic organisms. Furthermore, there

shall be no visi

ble sheen or stains attributable to this discharge. There shall be no accumulation of solids in the drainage

system as a result of this operation that have the potential to have a negative impact on aquatic life or drainage.
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EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS
SCHEDULE A (CONT.)
Samples taken in compliance with the monitoring requirements specified above shall be taken at the following location:

Outfall 001, at the point of discharge from the last treatment unit prior to mixing with other waters
and, if applicable, any additional outfalls listed in Appendix A.
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EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS

On a case-by-case basis, the permitting authority may require Schedule B, Schedule C or Schedule D, as an
alternative to Schedule A. These schedules may be required for facilities which discharge into a waterbody that
does not meet one or more of its designated uses or where a finalized TMDL has been performed.

SCHEDULE B

Upon written notification of coverage under this permit, the permittee shall comply with the effluent limitations
schedule(s) stated in Appendix A of this permit. Schedule B will apply to facilities which have been assigned the specific
limitations listed in the final effluent limitations in a finalized TMDL. This Office may, on a case-by-case basis, require
monitoring under Schedule B to address the Intergrated Report without a finalized TMDL or other water quality concern.

INTERIM EFFLUENT LIMITATIONS

On a case-by case basis, this interim schedule may be granted to allow the facility to upgrade. The time-frame of
the interim period shall be on a case-by-case basis for each individual facility not to exceed three years from the
date of coverage. Please see Appendix A, which specifically states the time-frame of the interim schedule.

During the period beginning with written notification of covgrage under this permit and lasting through _the expiration date
of this permit, the permittee is authorized to discharge treated sanitary wastewater and/or other accepted wastewater
totaling less than 50,000 gallons per day maximum expected flow from the specified facility in accordance with the
following limitations:

DISCHARGE LIMITATIONS MONITORING REQUIREMENTS
EFFLUENT MONTHLY DAILY MEASUREMENT SAMPLE
CHARACTERISTICS AVERAGE MAXIMUM' FREQUENCY? TYPE
FLOW — GPD N/A REPORT 1/month Measure
BOD; / CBODs’, mg/! 20 30 1/month Grab
TSS, mg/l 20 30 1/month Grab
OIL & GREASE®, m N/A 15 1/month Grab
FECAL COLIFORM’, 200 400 1/month Grab
colonies / 100 ml
He, ste]mdard units | -—- - 1/month Grab

If the facility is classified as a Publicly Owned Treatment Works (POTW), then Weekly Average will be utilized in
accordance with LAC 33:1X.2709.D.2.

Certain facilities of concern are subject to a monitoring frequency of 1/week. I[nstructions will be given in the cover
letter and/or Appendix A of the permit authorization if this condition is applicable to the permittee.

CBOD;s limitations are required when NH;-N limitations in Schedule E are required in the permit coverage. BOD;
limitations are required when NH;3-N limitations are not required in the permit coverage.

Required only for discharges which include food service wastewater or laundromat wastewater.

If the discharge is located in an oyster propagation area, fecal coliform limitations will be 14 colonies/100 ml
monthly average and 43 colonies/100 ml weekly average. Appendix A states if the more stringent limitations apply.
The pH shall not be less than_6.0 standard units nor greater than 9.0 standard units. The permittee shall report on the
Discharge Monitoring Reports both the minimum and maximum instantaneous pH values measured.

2
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EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS

SCHEDULE B (CONT.)

FINAL EFFLUENT LIMITATIONS

During the period beginning with written notification of coverage under this permit and lasting through the expiration date

of this permit,

the permittee is authorized to discharge treated sanitary wastewater and/or other accepted wastewater

totaling less than 50,000 gallons per day maximum expected flow from the specified facility in accordance with the
following limitations:

2

DISCHARGE LIMITATIONS MONITORING REQUIREMENTS

EFFLUENT MONTHLY DAILY MEASUREMENT SAMPLE
CHARACTERISTICS AVERAGE MAXIMUM' FREQUENCY? TYPE
FLOW — GPD N/A REPORT | 1/month Measure
CBODs, mg/I 5 10 1/month Grab
TSS’, mg/l 5 10 _ 1/month Grab
OIL & GREASE®, mg/] N/A 15 1/month Grab
FECAL COLIFORM’, 200 400 1/month Grab
colonies / 100 ml .
pH®, stalmdard units --- - 1/month Grab

If the facility is classified as a Publicly Owned Treatment Works (POTW), then Weekly Average will be utilized in
accordance with LAC 33:1X.2709.D.2.

Certain facilities of concern are subject to a monitoring frequency of 1/week. Instructions will be given in the cover
letter and/or Appendix A of the permit authorization if this condition is applicable to the permittee. '
Based on treatment methedology and/or receiving stream characteristics, the Department may authorize TSS

limitations of 15 mg/l monthly average and 23 mg/l weekly average. Appendix A states if the alternative limits
apply.

Required only for discharges which include food service wastewater or laundromat wastewater.

If the discharge is located in an oyster propagation area, fecal coliform limitations will be 14 colonies/100 ml
monthly average and 43 colonies/100 ml weekly average. Appendix A states if the more stringent limitations apply.
The pH shall not be less than 6.0 standard units nor greater than 9.0 standard units. The permitte¢ shall report on the
Discharge Monitoring Reports both the minimum and maximum instantaneous pH values measured.

There shall be no discharge of floating solids or visible foam in other than trace amounts, nor of free oil or other oily
materials, nor of toxic materials in quantities such as to cause acute toxicity to aquatic organisms. Furthermore, there
shall be no visible sheen or stains attributable to this discharge. There shall be no accumulation of solids in the drainage
system as a result of this operation that have the potential to have a negative impact on aquatic life or drainage.

Samples taken in compliance with the monitoring requirements specified above shall be taken at the following location:

Outfall 001, at the point of discharge from the last treatment unit prior to mixing with other waters and, if
applicable, any additional outfalls listed in Appendix A.
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EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS
SCHEDULE C

Upon written notification of coverage under this permit, the permittee shall comply with the effluent limitations
schedule(s) stated in Appendix A of this permit. Schedule C will apply to facilities which have been assigned the specific
limitations listed in the final effluent limitations in a finalized TMDL. This Office may, on a case-by-case basis, require
monitoring under Schedule C to address the Intergrated Report without a finalized TMDL or other water quality concern.

INTERIM EFFLUENT LIMITATIONS

On a case-by case basis, this interim schedule may be granted to allow the facility to upgrade. The time-frame of
the interim period shall be on a case-by-case basis for each individual facility net to exceed three years from the
date of coverage. Please see Appendix A, which specifically states the time-frame of the interim schedule.

During the period beginning with written notification of coverage under this permit and lasting through the expiration date
of this permit, the permittee is authorized to discharge treated sanitary wastewater and/or other accepted wastewater
totaling less than 50,000 gallons per day maximum expected flow from the specified facility in accordance with the
following limitations:

DISCHARGE LIMITATIONS MONITORING REQUIREMENTS

EFFLUENT MONTHLY DAILY MEASUREMENT SAMPLE
CHARACTERISTICS AVERAGE MAXIMUM' FREQUENCY’ TYPE
FLOW - GPD N/A REPORT 1/month Measure
BOD; / CBODs’, mg/I 20 30 1/month Grab
TSS, mg/l 20 30 1/month Grab
OIL & GREASE’, mg/I N/A 15 1/month Grab
FECAL COLIFORM’, 200 400 1/month Grab
colonies / 100 ml _
pH’, standard units --- — 1/month Grab

' If the facility is classified as a Publicly Owned Treatment Works (POTW), then Weekly Average will be utilized in
accordance with LAC 33:1X.2709.D.2.

: Certain facilities of concern are subject to a monitoring frequency of 1/week. Instructions will be given in the cover
letter and/or Appendix A of the permit authorization if this condition is applicable to the permittee.
3 CBOD; limitations are required when NH;3-N limitations in Schedule E are required in the permit coverage. BODs

limitations are required when NH;-N limitations are not required in the permit coverage.
Required only for discharges which include food service wastewater or laundromat wastewater.

’ If the discharge is located in an oyster propagation area, fecal coliform limitations will be 14 colonies/100 ml
monthly average and 43 colonies/100 ml weekly average. Appendix A states if the more stringent limitations apply.
¢ The pH shall not be less than 6.0 standard units nor greater than 9.0 standard units. The permittee shall report on

the Discharge Monitoring Reports both the minimum and maximum instantaneous pH values measured.
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EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS

SCHEDULE C (CONT.)

FINAL EFFLUENT LIMITATIONS

During the period beginning with written notification of coverage under this permit and lasting through the expiration date
of this permit, the permittee is authorized to discharge treated sanitary wastewater and/or other accepted wastewater
totaling less than 50,000 gallons per day maximum expected flow from the specified facility in accordance with the
following limitations:

DISCHARGE LIMITATIONS MONITORING REQUIREMENTS

EFFLUENT MONTHLY DAILY MEASUREMENT SAMPLE
CHARACTERISTICS AVERAGE MAXIMUM' FREQUENCY? TYPE
FLOW - GPD N/A REPORT 1/month Measure
BODs / CBODs", mg/I 10 15 1/month Grab
TSS, mg/i 15 23 ‘ 1/month Grab
OIL & GREASE", mg/I N/A 15 1/month Grab
FECAL COLIFORM’, 200 400 1/month Grab
colonies / 100 ml . v
pH®, standard units - -— 1/month Grab

1

2

If the facility is classified as a Publicly Owned Treatment Works (POTW), then Weekly Average will be utilized in
accordance with LAC 33:1X.2709.D.2.

Certain facilities of concern are subject to a monitoring frequency of 1/week. Instructions will be given in the cover
letter and/or Appendix A of the permit authorization if this condition is applicable to the permittee.

CBOD:; limitations are required when NH;-N limitations in Schedule E are required in the permit coverage. BODs
limitations are required when NH;-N limitations are not required in the permit coverage.

Required onty for discharges which include food service wastewater or laundromat wastewater.

If the discharge is located in an oyster propagation area, fecal coliform limitations will be 14 colonies/100 ml
monthly average and 43 colonies/100 ml weekly average. Appendix A states if the more stringent limitations apply.
The pH shall not be less than_6.0 standard units nor greater than_ 9.0 standard units. The permittee shall report on
the Discharge Menitoring Reports both the minimum and maximum instantaneous pH values measured.

There shall be no discharge of floating solids or visible foam in other than trace amounts, nor of free oil or other oily
materials, nor of toxic materials in quantities such as to cause acute toxicity to aquatic organisms. Furthermore, there
shall be no visible sheen or stains attributable to this discharge. There shall be no accumulation of solids in the drainage
system as a result of this operation that have the potential to have a negative impact on aquatic life or drainage.

Samples taken in compliance with the monitoring requirements specified above shall be taken at the following location:

Outfall 001, at the point of discharge from the last treatment unit prior to mixing with other waters
and, if applicable, any additional outfalls listed in Appendix A.
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EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS
SCHEDULE D

On a case-by-case basis, the permitting authority may require Schedule D as an alternative to Schedule A.

Upon written notification of coverage under this permit, the permittee shall comply with the effluent limitations
schedule(s) stated in Appendix A of the permit authorization.

FINAL EFFLUENT LIMITATIONS

During the period beginning with written notification of coverage under this permit and lasting through_the expiration
date of this permit, the permittee is authorized to discharge treated sanitary wastewater and/or other accepted
wastewater totaling less than 50,000 gallons per day maximum expected flow from the specified facility in accordance
with the following limitations:

DISCHARGE LIMITATIONS MONITORING REQUIREMENTS

EFFLUENT MONTHLY DAILY MEASUREMENT SAMPLE
CHARACTERISTICS AVERAGE MAXIMUM' FREQUENCY? TYPE
FLOW — GPD N/A REPORT 1/month Measure
BOD; / CBODs’, mg/I 30 45 1/month Grab
TSS, mg/l 30 45 1/month Grab
OIL & GREASE’, mg/l N/A 15 1/month Grab
FECAL COLIFORM®, 200 400 1/month Grab
colonies / 100 ml
pH7,] standard units -- - 1/month Grab

If the facility is classified as a Publicly Owned Treatment Works (POTW), then Weekly Average will be utilized in
accordance with LAC 33:1X.2709.D.2.

Certain facilities of concern are subject to a monitoring frequency of 1/week. Instructions will be given in the cover
letter and/or Appendix A of the permit authorization if this condition is applicable to the permittee.

CBOD; limitations are required when NH;-N limitations in Schedule E are required in the permit coverage. BODs
limitations are required when NH;-N limitations are not required in the permit coverage.

If the treatment unit is an oxidation pond, the monthly average is 90 mg/l and the weekly average is 135 mg/l, unless
otherwise directed.

Required only for discharges which include food service wastewater or laundromat wastewater.

If the discharge is located in an oyster propagation area, fecal coliform limitations will be 14 colonies/100 ml
monthly average and 43 colonies/100 ml weekly average. Appendix A states if the more stringent limitations apply.
The pH shall not be less than_6.0 standard units nor greater than 9.0 standard units. The permittee shall report on the

Discharge Monitoring Reports both the minimum and maximum instantaneous pH values measured.

There shall be no discharge of floating or settleable solids or visible foam in other than trace amounts, nor of free oil or
other oily material, nor of toxic materials in quantities such as to cause acute toxicity to aquatic organisms. Furthermore,
there shall be no visible sheen or stains attributable to this discharge. There shall be no accumulation of solids in the
drainage system as a result of this operation that have the potential to have a negative impact on aquatic life or drainage.

Samples taken in compliance with the monitoring requirements specified above shall be taken at the following location:

Outfall 001, at the point of discharge from the last treatment unit prior to mixing with other waters
and, if applicable, any additional outfalls listed in Appendix A.
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EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS
SCHEDULE E!'

INTERIM EFFLUENT LIMITATIONS

On a case-by case basis, this interim schedule may be granted to allow the facility time to upgrade. The time-frame
of the interim period shall be on a case-by-case basis for each individual facility not to exceed three years from the
date of coverage. Please see Appendix A, which specifically states the time-frame of the interim schedule. See Part
IL, Section J, Interim Effluent Limitations.

During the period beginning___ with written notification of coverage under this permit _and lasting through__the date
stated in Appendix A,  the permittee is authorized to discharge treated sanitary wastewater and/or other accepted
wastewater from the specified facility in accordance with the following limitations:

EFFLUENT DISCHARGE LIMITATIONS MONITORING REQUIREMENTS
MONTHLY DAILY MEASUREMENT
CHARACTERISTICS AVERAGE MAXIMUM? FREQUENCY® SAMPLE TYPE
Ar&“;ﬁgiﬁgﬁen Report Report 1/month Grab

FINAL EFFLUENT LIMITATIONS
During the period beginning__on the date stated in Appendix A _ and lasting through__the expiration date of the permit,
the permittee is authorized to discharge treated sanitary wastewater and/or other accepted wastewater from the specified
facility in accordance with the following limitations:
Please note that Appendix A will detail which of the following schedules will apply to the facility (1,2,3, or 4).

EFFLUENT DISCHARGE LIMITATIONS MONITORING REQUIREMENTS
1) | CHARACTERISTICS |  MONTHLY DAILY | MEASUREMENT | SAMPLE
AVERAGE MAXIMUM FREQUENCY TYPE
An(;\ljn}%ria}i\lri]:rg(/)fen 10 20 1/ month Grab
EFFLUENT DISCHARGE LIMITATIONS MONITORING REQUIREMENTS
) CHARACiERISTICS IXI‘?E;AHéE . Mf}f;g}ggg’w SAMPLE TYPE
Am&“ﬁ;‘%ﬁﬁ“ s 10 1/ month Grab
EFFLOENT DISCHARGE LIMITATIONS MONITORING REQUIREMENTS
3) | CHARACTERISTICS i"ggggg M;)XAI%MZ Mﬁﬁﬁgﬁﬁ}?y SAMPLE TYPE
An&ng;;a};fﬂr;trg(;fen 4 8 1/ month Grab
EFFLUENT DISCHARGE LIMITATIONS MONITORING REQUIREMENTS
o | emkcTzRismcs | woNEy 1™ ity AT s s
Ar(‘;“;} “ﬁ)Nr‘rfg/’fe“ 2 4 1/ month Grab
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EFFLUENT LIMITATIONS AND MONITOROING REQUIRMENTS

SCHEDULE E (CONT.)

Upon written notification of coverage under this permit, the permittee shall comply with the effluent limitations
schedule(s) stated in Appendix A of this permit. Schedule E will apply to facilities which have been assigned
NH;-N limitations by a finalized TMDL, other water quality study or other water quality concern. This Office
may, on a case-by-case basis, require monitoring under Schedule E to address the Integrated Report without a
finalized TMDL or other management strategy. The specific discharge limitation that applies to the facility will
be stated in Appendix A.

If the facility is classified as a Publicly Owned Treatment Works (POTW), then Weekly Average will be utilized
in accordance with LAC 33:1X.2709.D.2.

Certain facilities of concern are subject to a monitoring frequency of 1/week. Instructions will be given in the
cover letter and/or Appendix A of the permit authorization if this condition is applicable to the permittee.

Samples taken in compliance with the monitoring requirements specified above shall be taken at the following
location:

Outfall 001, at the point of discharge from the last treatment unit prior to mixing with other waters
and, if applicable, any additional outfalls listed in Appendix A.
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EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS

SCHEDULE F!

INTERIM EFFLUENT LIMITATIONS
On a case-by case basis, this interim schedule may be granted to allow the facility to upgrade. The time-frame of
the interim period shall be on a case-by-case basis for each individual facility not to exceed three years from the
date of coverage. Please see Appendix A, which specifically states the time-frame of the interim schedule.

During the period beginning__ with written notification of coverage under this permit _ and lasting through__the date
stated in Appendix A,  the permittee is authorized to discharge treated sanitary wastewater and/or other accepted
wastewater from the specified facility in accordance with the following limitations:

DISCHARGE LIMITATIONS MONITORING REQUIREMENTS
CHAlEéiF(‘ZI'JF%]%I\gTICS DAILY AVERAGE el e d ] N A PEY
FREQUENCY TYPE
D1s(sgl(\)/§2d’ nO:glgen Report 1/month Grab

FINAL EFFLUENT LIMITATIONS
During the period beginning__the date stated in Appendix A _and lasting through__the expiration date of the permit, _the
permittee is authorized to discharge treated sanitary wastewater and/or other accepted wastewater from the specified
facility in accordance with the following limitations:

EFFLUENT DISCHARGE LIMITATIONS MONITORING REQUIREMENTS
MEASUREMENT SAMPLE
CHARACTERISTICS DAILY AVERAGE FREQUENCY’ TYPE
The Dissolved Oxygen limit may be set at
. the criteria from LAC 33:IX.1113.C or
Dls(slgl(\)le):éi %g%gen based on a TMDL or other management 1/month Grab
’ strategy. The specific permit limit will be
gy
detailed in Appendix A.

Upon written notification of coverage under this permit, the permittee shall comply with the effluent limitations schedule(s)
stated in Appendix A of this permit. Schedule F will apply to facilities which have been assigned DO limitations at the State
Water Quality Standard in a finalized TMDL. This Office may, on a case-by-case basis, require monitoring under Schedule
F to address the Integrated Report without a finalized TMDL or other water quality concern.

This Dissolved Oxygen limit is the lowest allowable average of daily discharges over a calendar month. When monitoring is
conducted, the Dissolved Oxygen shall be analyzed immediately, as per 40 CFR 136.3.

Certain facilities of concern are subject to a monitoring frequency of 1/week. Instructions will be given in the

cover letter and/or Appendix A of the permit authorization if this condition is applicable to the permittee,

Samples taken in compliance with the monitoring requirements specified above shall be taken at the following location:

Outfall 001, at the point of discharge from the last treatment unit prior to mixing with other waters and, if
applicable, any additional outfalls listed in Appendix A.
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EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS
SCHEDULE G'
On a case-by case basis, this interim schedule may be granted to allow the facility time to upgrade. The time-frame

of the interim period shall be on a case-by-case basis for each individual facility not to exceed three years from the
date of coverage. Please see Appendix A, which specifically states the time-frame of the interim schedule.

During the period beginning___ with written notification of coverage under this permit _and lasting through__the date
stated in Appendix A, the permittee is authorized to discharge treated sanitary wastewater and/or other accepted
wastewater from the specified facility in accordance with the following limitations:

DISCHARGE LIMITATIONS MONITORING REQUIREMENTS
EFFLUENT MEASUREMENT
CHARACTERISTICS DAILY MAXIMUM FREQUENCY? SAMPLE TYPE
Total Resﬁt;} Chlorine, Report 1/month Grab

FINAL EFFLUENT LIMITATIONS

During the period beginning__the date stated in Appendix A _ and lasting through_ the expiration date of the permit, _the
permittee is authorized to discharge treated sanitary wastewater and/or other accepted wastewater from the specified
facility in accordance with the following limitations:

DISCHARGE LIMITATIONS MONITORING REQUIREMENTS
e ' MEASUREMENT
CHARACTERISTICS DAILY MAXIMUM FREQUENCYZ SAMPLE TYPE
Total Residual
Chlorine3, mg/l ke 1/month Grab

Upon written natification of coverage under this permit, the permittee shall comply with the effluent limitations
schedule(s) stated in Appendix A of this permit. Schedule G will apply to facilities which have been assigned
TRC limitations at the State Water Quality Standard by a finalized TMDL, other water quality study or
management strategy. This Office may, on a case-by-case basis, require monitoring under Schedule G to
address the Integrated Report without a finalized TMDL or other water quality concern.

Certain facilities of concern are subject to a monitoring frequency of 1/week. Instructions will be given in the
cover letter and/or Appendix A of the permit authorization if this condition is applicable to the permittee.

’ Prior to final discharge, the effluent shall contain NO MEASURABLE Total Residual Chlorine at any one time
monitored by grab sample. Given the current constraints pertaining to chlorine analytical methods, NO
MEASURABLE will be defined as less than 0.033 mg/] of chlorine. If any individual analytical test result is less
than 0.033 mg/l, a value of zero (0) may be used for that individual result for the Discharge Monitoring Report
(DMR) calculations and reporting requirements. :

Samples taken in compliance with the monitoring requirements specified above shall be taken at the following location:
Outfall 001, at the point of discharge from the last treatment unit prior to mixing with other waters
and, if applicable, any additional outfalls listed in Appendix A.
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Upon written notification of coverage under this permit, the permittee shall comply with the effluent limitations
schedule(s) stated in Appendix A of this permit. Schedule H will apply to facilities, on a case-by-case basis, to obtain
information, address the Integrated Report, and to address a TMDL or other management strategy.

During the period beginning__on the date stated in Appendix A

FINAL EFFLUENT LIMITATIONS

and lasting through__the expiration date of the permit,

the permittee is authorized to discharge treated sanitary wastewater and/or other accepted wastewater from the specified
facility in accordance with the following limitations:

DISCHARGE LIMITATIONS MONITORING REQUIREMENTS
EFFLUENT MEASUREMENT
CHARACTERISTICS DAILY MAXIMUM FREQUENCY SAMPLE TYPE
Total Nitrogen', mg/I Report 1/3 months Grab

"Total Nitrogen is defined by Total Kjeldahl Nitrogen plus nitrate/nitrite nitrogen.

Samples taken in compliance with the monitoring requirements specified above shall be taken at the following location:

Outfall 001, at the point of discharge from the last treatment unit prior to mixing with other waters

and, if applicable, any additional outfalls listed in Appendix A.






EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS

SCHEDULE I

PART I
Page 15 of 18

LAGS560000; Al 89741

PER20130001

Upon written notification of coverage under this permit, the permittee shall comply with the effluent limitations
schedule(s) stated in Appendix A of this permit. Schedule I will apply to facilities, on a case-by-case basis, to obtain
information, address the Integrated Report, a TMDL or other management strategy.

During the period beginning__on the date stated in Appendix A

FINAL EFFLUENT LIMITATIONS

and lasting through__ the expiration date of the permit,

the permittee is authorized to discharge treated sanitary wastewater and/or other accepted wastewater from the specified
facility in accordance with the following limitations:

DISCHARGE LIMITATIONS MONITORING REQUIREMENTS
EFFLUENT MEASUREMENT
CHARACTERISTICS DAILY MAXIMUM FREQUENCY SAMPLE TYPE
Total Phosphorus, mg/l Report 1/3 months Grab

Samples taken in compliance with the monitoring requirements specified above shall be taken at the following location:

Outfall 001, at the point of discharge from the last treatment unit prior to mixing with other waters

and, if applicable, any additional outfalls listed in Appendix A.
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EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS
SCHEDULE J!

INTERIM EFFLUENT LIMITATIONS

On a case-by case basis, this interim schedule may be granted to allow the facility time to upgrade. The time-frame
of the interim period shall be on a case-by-case basis for each individual facility not te exceed three years from the
date of coverage. Please see Appendix A, which specifically states the time-frame of the interim schedule. See Part
II, Section J, Interim Effluent Limitations,

During the period beginning___with written notification of coverage under this permit _and lasting through__the date
stated in Appendix A,  the permittee is authorized to discharge treated sanitary wastewater and/or other accepted
wastewater from the specified facility in accordance with the following limitations:

DISCHARGE LIMITATIONS MONITORING REQUIREMENTS
EFFLUENT MEASUREMENT
CHARACTERISTICS DAILY MAXIMUM FREQUENCY? SAMPLE TYPE
Chlorides, mg/L Report 1/month Grab

FINAL EFFLUENT LIMITATIONS
During the period beginning_on the date stated in Appendix A _and lasting through__the expiration date of the permit,
the permittee is authorized to discharge treated sanitary wastewater and/or other accepted wastewater from the specified
facility in accordance with the following limitations:

DISCHARGE LIMITATIONS MONITORING REQUIREMENTS
EFFLUENT MEASUREMENT
CHARACTERISTICS DAILY MAXIMUM FREQUENCY? SAMPLE TYPE

Calculated Limit in accordance with the Permitting
Guidance Document for Implementing Louisiana
Surface Water Quality Standards, Water Quality

Management Plan, Volume 3. The specific
| calculated permit limit will be detailed in Appendix
A,

Chlorides, mg/L 1/month Grab

Upon written notification of coverage under this permit, the permittee shall comply with the effluent limitations
schedule(s) stated in Appendix A of this permit. Schedule J will apply to facilities which have been assigned a
chlorides limitation by a finalized TMDL, other water quality study or management strategy. This Office may,
on a case-by-case basis, require monitoring under Schedule J to address the Integrated Report without a finalized
TMDL or other water quality concern.

Certain facilities of concern are subject to a monitoring frequency of 1/week. Instructions will be given in the
cover letter and/or Appendix A of the permit authorization if this condition is applicable to the permittee.

Samples taken in compliance with the monitoring requirements specified above shall be taken at the following location:

Outfall 001, at the point of discharge from the last treatment unit prior to mixing with other waters and, if
applicable, any additional outfalls listed in Appendix A.
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EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS

SCHEDULE K'

INTERIM EFFLUENT LIMITATIONS

On a case-by case basis, this interim schedule may be granted to allow the facility time to upgrade. The time-frame
of the interim period shall be on a case-by-case basis for each individual facility not to exceed three years from the
date of coverage. Please see Appendix A, which specifically states the time-frame of the interim schedule. See Part
11, Section J, Interim Effluent Limitations.

During the period beginning___ with written notification of coverage under this permit  and lasting through__the date
stated in Appendix A,  the permittee is authorized to discharge treated sanitary wastewater and/or other accepted
wastewater from the specified facility in accordance with the following limitations:

DISCHARGE LIMITATIONS _ MONITORING REQUIREMENTS
EFFLUENT MEASUREMENT
_CHARACTERISTICS DAILY MAXIMUM FREQUENCY? SAMPLE TYPE
Sulfates (SO,), mg/L Report 1/month Grab

FINAL EFFLUENT LIMITATIONS
During the period beginning_on the date stated in Appendix A and lasting through__the expiration date of the permit,
the permittee is authorized to discharge treated sanitary wastewater and/or other accepted wastewater from the specified
facility in accordance with the following limitations:

DISCHARGE LIMITATIONS MONITORING REQUIREMENTS
EFFLUENT MEASUREMENT
CHARACTERISTICS DAILY MAXIMUM FREQUENCY? SAMPLE TYPE

Calculated Limit in accordance with the Permitting
Guidance Document for Implementing Louisiana
Surface Water Quality Standards, Water Quality

Management Plan, Volume 3. The specific
calculated permit limit will be detailed in Appendix
A.

Sulfates (SO,), mg/L 1/month Grab

Upon written notification of coverage under this permit, the permittee shall comply with the effluent limitations
schedule(s) stated in Appendix A of this permit. Schedule K will apply to facilities which have been assigned a
sulfates limitations by a finalized TMDL, other water quality study or management strategy. This Office may,
on a case-by-case basis, require monitoring under Schedule K to address the Integrated Report without a
finalized TMDL or other water quality concern.

Certain facilities of concern are subject to a monitoring frequency of 1/week. Instructions will be given in the
cover letter and/or Appendix A of the permit authorization if this condition is applicable to the permitiee.

Samples taken in compliance with the monitoring requirements specified above shall be taken at the following location:

Outfall 001, at the point of discharge from the last treatment unit prior to mixing with other waters and, if
applicable, any additional outfalls listed in Appendix A.
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EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS
SCHEDULE L!

INTERIM EFFLUENT LIMITATIONS

On a case-by case basis, this interim schedule may be granted to allow the facility time to upgrade. The time-
frame of the interim period shall be on a case-by-case basis for each individual facility not to exceed three years
from the date of coverage. Please see Appendix A, which specifically states the time-frame of the interim schedule.
See Part II, Section J, Interim Effluent Limitations.

During the period beginning___with written notification of coverage under this permit _and lasting through__the date
stated in Appendix A,  the permittee is authorized to discharge treated sanitary wastewater and/or other accepted
wastewater from the specified facility in accordance with the following limitations:

DISCHARGE LIMITATIONS MONITORING REQUIREMENTS
EFFLUENT MEASUREMENT
CHARACTERISTICS DAILY MAXIMUM FREQUENCY" SAMPLE TYPE
Total Dissolved Solids
(TDS), mg/L. Report 1/month Grab

FINAL EFFLUENT LIMITATIONS

During the period beginning_on the date stated in Appendix A  and lasting through__the expiration date of the permit,
the permittee is authorized to discharge treated sanitary wastewater and/or other accepted wastewater from the specified
facility in accordance with the following limitations:

DISCHARGE LIMITATIONS MONITORING REQUIREMENTS
EFFLUENT MEASUREMENT
CHARACTERISTICS DAILY MAXIMUM FREQUENCY? SAMPLE TYPE

- Calculated Limit in accordance with the Permitting
Guidance Document for Implementing Louisiana
Total Dissolved Solids Surface Water Quality Standards, Water Quality
(TDS), mg/L - Management Plan, Volume 3. The specific
calculated permit limit will be detailed in Appendix
A,

1/month Grab

Upon written notification of coverage under this permit, the permittee shall comply with the effluent limitations
schedule(s) stated in Appendix A of this permit. Schedule L will apply to facilities which have been assigned
TDS limitatiens by a finalized TMDL, other water quality study or management strategy. This Office may, on a
case-by-case basis, require monitoring under Schedule L to address the Integrated Report without a finalized
TMDL or other water quality concern.

Certain facilities of concern are subject to a monitoring frequency of 1/week. Instructions will be given in the
cover letter and/or Appendix A of the permit authorization if this condition is applicable to the permittee.

Samples taken in compliance with the monitoring requirements specified above shall be taken at the following location:

Outfall 001, at the point of discharge from the last treatment unit prior to mixing with other waters and, if
applicable, any additional outfalls listed in Appendix A.
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PART II
OTHER REQUIREMENTS

The Permittee must comply with all applicable provisions of the Louisiana Water Quality Regulations including all of the
standard conditions found in LAC 33:1X.2701. This Office has established the following definitions and requirements in
accordance with those regulations. The definition of other terms may be found in the Louisiana Water Quality
Regulations (LAC 33:1X.2313).

SECTION A. DEFINITIONS

1.

11.

12.

13.

14.

Act: means Act 449 of the 1979 Louisiana Legislature which established Section 2001, et seq. of Title 30 of the
Louisiana Revised Statutes of 1950 and any subsequent amendment to these Sections.

Ammonia Nitrogen (NH;-N): means the quantity of elemental nitrogen present in water or wastewater as ammonia
(NH3) and expressed as elemental nitrogen, N, as determined using approved methods.

Biochemical oxygen demand (BODs). means the amount of oxygen required by bacteria during the decay of
organic and nitrogenous material in sanitary sewage.

Carbonaceous Biochemical Oxygen Demand (CBOD;): the depletion of dissolved oxygen by biological
organisms in a body of water in which the contribution from nitrogenous bacteria has been suppressed.

Chloride: means the negatively charged chloride ion (C1) in water or wastewater, as determined using approved
methods.

Daily Discharge: See Part 11, Section F, #7

Daily Maximum: See Part IT1, Section F, #8

Dissolved Oxygen (DO): the amount of oxygen dissolved in water, commonly expressed as a concentration in
terms of milligrams per liter (mg/L).

Monthly Average: See Part 111, Section F, #17
Weekly Average: See Part 111, Section F, #35

Facility: means a pollution source, or any public or private property or site and all contiguous land and structures,
other appurtenances and improvements, where any activity is conducted which discharges or may result in the
discharge of pollutants into waters of the State.

Fecal coliform: means a gram negative, non-spore forming, rod-shaped bacteria found in the intestinal tract of
warm-blooded animals.

Maximum Expected Flow: means the rate of wastewater flow expected upon the completion of the planned facility
or activity.

mg/l: means milligrams per liter; it is essentially equivalent to parts per million in dilute aqueous solutions.
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OTHER REQUIREMENTS (cont.)

15.

16.
17.

18.

19.

20.

21.

22.

23.

24,

25.

26.

27.

NetDMR: means a web-based tool that allows facilities to electronically sign and submit LPDES discharge
monitoring reports (DMRs) to the LDEQ.

Office: means the Office of Environmental Services within the Department of Environmental Quality.

PH: is a measure of the acidity or basicity of an aqueous solution.

Publicly Owned Treatment Works (POTW): any device or system used in the treatment (including recycling and
reclamation) of municipal sewage or industrial wastes of a liquid nature which is owned by the state, or

municipality, or a parish. This definition includes sewers, pipes, or other conveyances, only if they convey
wastewater to a POTW providing treatment.

Sanitary wastewater: means treated or untreated wastewaters which contain human metabolic and domestic
wastes.

Standard Methods: means Standard Methods for the Examination of Water and Wastewater, American Public
Health Association, Washington, DC.

Total suspended solids (TSS): means the amount of solid material suspended in water commonly expressed as a
concentration in terms of mg/1.

Total Dissolved Solids (TDS). the amount of solid material dissolved in water commonly expressed as a
concentration in terms of mg/L.

Total Residual Chlorine (TRC); means the chlorine remaining in water or wastewater at the end of a specific
contact period as combined and free chlorine, measured analytically by approved methods as combined chlorine
residual.

Total Nitrogen: means the total content of the nitrogen species of organic nitrogen, ammonia, nitrate and nitrite
present in water or wastewater and expressed as elemental nitrogen, N, as determined using approved methods.

Total Phosphorus: means the total phosphate content of water or wastewater including all of the ortho-phosphates
and condensed phosphates, both soluble and insoluble, and organic and inorganic species and expressed as
elemental phosphorus, P, as determined using approved methods.

Turbidity: is the cloudiness or haziness of a fluid caused by individual particles (suspended solids).

Waters of the State: for purposes of the Louisiana Pollutant Discharge Elimination System, all surface waters
within the State of Louisiana and, on the coastline of Louisiana and the Gulf of Mexico, all surface waters
extending therefrom three miles into the Gulf of Mexico. For purposes of the LPDES, this includes all surface
waters that are subject to the ebb and flow of the tide, lakes, rivers, streams (including intermittent streams),
mudflats, sandflats, wetlands, sloughs, prairie potholes, wet meadows, playa lakes, natural ponds, impoundments
of waters within the state of Louisiana otherwise defined as Waters of the United States in 40 CFR122.2, and
tributaries of all such waters. Waters of the State does not include waste treatment systems, including treatment
ponds or lagoons designed to meet the requirements of the Clean Water Act, 33 U.S.C. 1251 et seq.
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OTHER REQUIREMENTS (cont.)

SECTION B. FACILITY CHANGES

The authorization to discharge in accordance with this general permit is terminated upon an increase in the discharge rate
to 50,000 gallons per day or greater maximum expected flow or for Public Owned Treatment Works (POTW), the design
capacity of the facility increase to 50,000 GPD. Prior to any such change in the discharge rate from a treatment unit
covered by this general permit, the permittee must submit notification (Form WPS-G) to this Office and receive from this
Office authorization to discharge at that increased rate.

SECTION C. COVERAGE UNDER SUBSEQUENT PERMITS

Should this permit expire before it is reissued, this Office will administratively extend the permit to discharge to current
permittees until such time that a new general permit is issued. When the general permit is renewed, permittees will either
be automatically issued the new permit or instructed on how to obtain coverage under the new permit.

SECTION D. TERMINATION OF AUTHORIZATION TO DISCHARGE

This Office reserves the right to revoke the authorization to discharge in accordance with this general permit as it applies
to any person and/or require such person to apply for and obtain an individual permit if:

1. the covered source or activity is a significant contributor of pollution or creates other environmental problems;

2. the permittee is not in compliance with the terms and conditions of this general permit;

3. conditions or standards have changed so that the source or activity no longer qualifies for this general permit; or

4, the discharge limitations contained in this permit are not in accordance with the Louisiana Water Quality
Management Plan; or

5. failure to pay outstanding fees in accordance with LAC 33:1X.1309.1.

SECTION E. COMPLIANCE SCHEDULE

The permittee shall be in compliance with the effluent limitations and monitoring requirements specified herein on the
date of authorization of coverage under this general permit. If a discharge is found to be in violation of specified limits,
the permittee will be subject to enforcement action, including civil penalties, and may be required to obtain an individual
permit.

SECTION F. PROPERTY RIGHTS

Authorization to discharge pursuant to the conditions of this permit does not relieve the permittee of any liability for
damages to state waters or private property. For discharges to private land, this permit does not relieve the permittee from
obtaining approval from the landowner for appropriate easements and rights of way.

SECTION G. REMOVED SUBSTANCES

Solids, sludges, filter backwash, or other pollutants removed in the course of treatment or control of wastewaters shall be
properly disposed of in compliance with applicable state laws, regulations and permit requirements and in a manner such
as to prevent any pollutant from such materials from entering the waters of the State. The permittee may need to contact
the Water Permits Division of the Office of Environmental Services for information on regulations and permits to dispose
of this material.
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OTHER REQUIREMENTS (cont.)

SECTION H. SANITARY DISCHARGE

The Department of Environmental Quality reserves the right to impose more stringent discharge limitations and/or
additional restrictions in the future to maintain water quality integrity and the designated uses of the receiving water
bodies based upon water quality studies. These studies may indicate the need for more advanced wastewater treatment.
Studies of similar discharges and receiving water bodies have resulted in monthly average efffuent limitations of 5 mg/l
CBODs and 2 mg/l NH3-N. Therefore, prior to upgrading or expanding any permitted sewage treatment method at the
facility, the permittee should contact the Department to determine the status of the work being done to establish future
effluent limitations and additional permit conditions.

Applicable to permittees NOT required to meet Schedule G: Future water quality studies may indicate potential
toxicity from the presence of residual chlorine in the treatment facility's effluent. Therefore, the permittee is hereby
advised that a future Total Residual Chlorine Limitation may be required if chlorine is used as a method of disinfection.
In many cases, this becomes a NO MEASURABLE Total Residual Chlorine Limitation. If such a limitation were
imposed, the permittee would be required to apply for an individual permit or the coverage under this general permit
would be modified to include Schedule G.

SECTION I. OTHER DISCHARGES

This permit does not in any way authorize the permittee to discharge a pollutant not listed or quantified in the notice of
intent or as otherwise authorized in the permit.

Any runoff leaving the site, other than the permitted outfalls, exceeding 50 mg/l Total Organic Carbon (TOC), 15
mg/l Oil and Grease, or having a pH less than 6.0 or greater than 9.0 standard units shall be a violation of this
permit,

SECTION J. INTERIM EFFLUENT LIMITATIONS

The interim limitations found in the various schedules are intended to provide facilities with a reasonable amount of time
in which to achieve compliance with the final effluent limitations. Under no circumstances will an eligible facility be
allowed more than three years from the date of authorization of coverage under this general permit (or date of
notification that a new scheduie is required for the facility) to attain compliance with the final effluent limitations.
Facilities currently meeting the Final Effluent Limitations contained in this permit shall be required to continue to
meet the Final Effluent Limitations unless otherwise instructed by this Office.

If an interim schedule is granted for a schedule in this permit, you are required to submit to this Office annual
progress reports on the status of improvements at your facility. The first of these annual reports must be received
no_later than six (6) months from the original date of notification of coverage under this general permit.
Subsequent reports shall be submitted at one year intervals.

In the event that this general permit expires before a given eligible facility has completed its interim period, provisions
will be made upon the renewal of this general permit to allow such facilities time, not to exceed a total of three years from
the original authority of coverage, to achieve compliance with the final effluent limitations.
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OTHER REQUIREMENTS (cont.)

SECTION K. STATE WATER QUALITY STANDARDS

LAC 33:IX.1113 describes numerical and general criteria that apply to all water bodies of the State. Criteria are elements
of the water quality regulations which set limitations on the permissible amounts of a substance or other characteristics of
state waters. The General Criteria, as described in the Louisiana Administrative Code, limit discharges to maintain
aesthetics, color, turbidity, the biologic and aquatic community integrity, and many other elements in the receiving water
body. Any noncompliance with the General or Numerical Criteria is not authorized under this permit.Discharges from
facilities permitted under LPDES general permits typically consist of low volume flows, and discharges that are
intermittent in nature. This general permit is applicable to very specific types of facilities and allows very limited types of
discharges that specifically occur at industrial facilities that are eligible for coverage under this permit. The effluent
limitations and other conditions are determined to be sufficient to assure protection to state waters. Pursuant to LAC
33:IX.2317.A.9, new source discharges or new discharges of wastewater from a facility whose discharges are in
compliance with the general permit requirements should not adversely impact water quality of 303(d) listed impaired
water bodies nor should they cause or contribute to the violation of state water quality standards in receiving water bodies
throughout the state, including 303(d) listed impaired water bodies. Discharges from facilities which are authorized under
this general permit will not negatively impact the water quality of receiving streams because permitted facilities are
required to be in compliance with the general permit requirements immediately upon coverage by the permit. In
accordance with Other Conditions, Section L, measures can be taken by the permitting authority to prohibit any discharge
that is not protective of state water quality standards.

LDEQ will review and evaluate each NOI submitted in accordance with the State Antidegradation Policy to assess
eligibility for coverage under the general permit. Through the analysis of each discharge, its effects upon the receiving
" water body, the characteristics of the receiving water body in combination with other water quality factors (including
point source discharges in near proximity), LDEQ will determine if the discharge is eligible for coverage. If LDEQ
determines the discharge will have reasonable potential to adversely impact the designated uses of the receiving water
body, coverage under the general permit will not be granted.

SECTION L. PERMIT REOPENER CLAUSE

This permit may be modified, revoked and reissued, or terminated for cause in accordance with LAC 33:1X.2903, 2907,
and 6509. The filing of a request for a permit modification, revocation and reissuance, or termination, or a notification of
planned changes or anticipated noncompliance, does not stay any permit condition. This Office reserves the right to
reopen and modify this permit to conform to those standards necessary to maintain the water quality in order to support
uses of the receiving water bodies. This Office reserves the right to remove a facility on a 303(d) listed stream/segment
from coverage or require an application if a final TMDL requires more stringent conditions for a covered facility.

SECTION M. PERMIT CANCELLATION REQUIREMENTS

Should the permittee wish to cease the discharge activity and cancel this general permit, written notification must be
forwarded to this Office. This notification must contain at a minimum the company name, facility name, general permit
number, and description of the change in activities prompting the permittee’s request for cancellation. A LPDES Request
for Termination (RFT) form is available for use at www.deq.louisiana.gov.
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OTHER REQUIREMENTS (cont.)

SECTION N. MONITORING AND REPORTING REQUIREMENTS

1.

2,

All sampling and testing shall be conducted in accordance with 40 CFR Part 136.

Samples shall be taken at the point of discharge from the treatment unit and prior to mixing with the receiving
water. '

Provisions must be made during the installation of the treatment unit for obtaining a proper sample.

Proper sampling techniques shall be used to ensure that analytical results are representative of pollutants in the
discharge.

The permittee shall at all times properly operate and maintain the facilities used to achieve compliance with the
conditions of this permit.

24-hour Oral Reporting: Daily Maximum Limitation Violations

Under the provisions of Part III, Section D.6.e.(3) of this permit, violations of daily maximum limitations for the
following pollutants shall be reported orally to the Office of Eavironmental Compliance within 24 hours from the
time the permittee became aware of the violation followed by a written report in five days.

Pollutants: None

Monitoring results must be reported on a Discharge Monitoring Report (DMR) form (EPA No. 3320-1 or an
approved substitute). If there is a no discharge event at the monitored outfall(s) during the sampling period, write
“No Discharge” in the upper right corner of the Discharge Monitoring Report.

Monitoring results for each month shall be summarized on a Discharge Monitoring Report (DMR) Form (one
DMR form per monitoring period per outfall) and submitted to the Office of Environmental Compliance either
hand delivered, postmarked, or electronically submitted in accordance with LAC 33:1.2101.A and B no later than
the 28" day of the month following the reporting period. An electronic DMR reporting system (NetDMR) is
available at www.deq.louisiana.gov/portal/ using the following path: Online Services — NetDMR. Permittees are
encouraged to use this online system. At this time, LDEQ does not have plans to require facilities to use
NetDMR; however, LDEQ may require DMRs to be electronically submitted in the future.

Monitoring Period DMR Postmark
January, February, March April 28"
April, May, June July 28"

July, August, September October 28"
October, November, December January 28"

One original and one copy of the DMRs signed and certified as required by LAC 33:1X.2503.B, and all other
reports required by this office shall be submitted to the Office of Environmental Compliance at the following
address.
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Enforcement Division
Office of Environmental Compliance
Department of Environmental Quality
Post Office Box 4312
Baton Rouge, Louisiana 70821-4312

SECTION O. ACCEPTANCE OF HAULED SEWAGE SLUDGE

Unless the permittee has properly notified the Department, the acceptance of hauled domestic septage as defined at
LAC 33:IX.2313 is prohibited. If proper notification is provided to the Department of the acceptance of hauled
domestic septage at the treatment facility, the following requirements shall apply to the facility.

1. Definitions

a.

Domestic Septage — liquid or solid material removed from a septic tank, holding tank or similar device,
cesspool, portable toilet, Type III marine sanitation device, or similar treatment works that receives only
domestic sewage. Domestic septage does not include liquid or solid material removed from a septic tank,
holding tank or similar device, cesspool, or similar treatment works that receives either commercial wastewater
or industrial wastewater, and does not include grease removed from a grease trap at a food service facility, as
defined in LAC 33:1X.7301.B.

Domestic Sewage — waste and wastewater from humans or household operations that is discharged to or
otherwise enters a treatment works.

Sewage Sludge — any solid, semi-solid, or liquid residue removed during the treatment of municipal wastewater
or domestic sewage. Sewage sludge includes, but is not limited to, solids removed during primary, secondary,
or advanced wastewater treatment, scum, domestic septage, portable toilet pumpings, Type IIl marine
sanitation device pumpings (33 CFR Part 159), and sewage sludge products. Sewage sludge does not include
grit or screenings, or ash generated during the incineration of sewage studge.

Treatment Works Treating Domestic Sewage — a POTW or any other sewage sludge or wastewater treatment
devices or systems, regardless of ownership (including federal facilities), used in the storage, treatment,
recycling, and reclamation of municipal or domestic sewage, including land dedicated for the disposal of
sewage sludge. This definition does not include septic tanks or similar devices.

2. Sewage Sludge must be received only at a point designated by the facility. The designated point must be at the
headworks or in the collection system.

3. Any truck disposing of hauled sewage sludge into the facility must be properly licensed by the Louisiana
Department of Environmental Quality to haul sewage sludge. The receipt of hauled sewage sludge from an
unauthorized/unlicensed hauler shall constitute a violation of the permit.

4, Reporting and record keeping requirements.

a.

Sewage Sludge Hauler Manifest System
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b.

The permittee shall develop and implement a sewage sludge hauler manifest system. The manifest system
shall be the primary mechanism by which the facility will identify the quantity and quality of wastes being
discharged into the facility. The manifest system also provides a means to ensure only authorized wastes are
being introduced into the facility. The manifest system shall require the waste hauler to complete an entry for
each load picked up. The manifest form shall include at minimum the following information:

i. Name, address and phone number of the hauler
ii. Hauler Vehicle license number
iii. Driver name
iv. LDEQ Hauler Registration Number
v. Generator Information (where the septage was picked up from) including:
a) Address of the generator;
b) Name of generator (business name) if not an individual residence;
c) Date the waste was pumped; and
d) Volume pumped by the hauler
vi. A statement to be signed by the hauler certifying:
a) The manifest was prepared by the hauler or under the hauler’s direction or supervision;
b) The information contained in the manifest is, to the best of his knowledge and belief, true,
accurate, and complete;
¢) The introduction of sewage sludge into the facility is in accordance and in compliance with the
requirements of the facility’s LPDES permit;
d) The vehicle load does not contain hazardous wastes as defined at 40 CFR Part 261; and
e) That the hauler is aware of penalties for submitting false information. The certification shall be
followed by the Printed Name, Signature and Date of Signature of the hauler.
vii. Location of disposal of the sewage sludge at the facility (e.g. manhole, headworks, etc.).

The facility shall supply blank manifest forms to each hauler.

A copy of the completed, signed and dated manifest form shall be supplied to the hauler upon discharge of the
wastes into the facility. Duplicate forms are permissible.

Manifests shall be maintained by the facility for a period not less than five (5) years from the date of the
receipt of the sewage sludge and shall be made available upon request by duly authorized regional inspectors
and/or Department Headquarters representatives.

Reporting to the Department.

The Sewage Sludge and Biosolids Use or Disposal Reporting Form for Receivers of Sewage Sludge
From Outside Sources (Form 7254), that can be found on the website at
http://www.deq.louisiana.gov/portal/DIVISIONS/WaterPermits/Biosolids.aspx, shall be submitted
annually to the Department no later than February 19" of each calendar year. This information will be
utilized to provide QA/QC in the annual licensing of sewage sludge haulers. This report is required to
be submitted regardless if any sewage sludge was hauled for the year. This information shall be
submitted to:
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Department of Environmental Quality
Office of Environmental Compliance
Permits Compliance Unit
Post Office Box 4312
Baton Rouge, Louisiana 70821-4312

SECTION P. REMOVAL OF SEWAGE SLUDGE

The permittee shall ensure compliance with Standards for the Use or Disposal of Sewage Sludge and Biosolids of LAC
33:IX.Subpart 3. Chapter 73.

Please be aware that proper operation and maintenance of the wastewater treatment plant includes periodic removal of
sewage sludge from the treatment works. Therefore, in accordance with Part III, Section B.3.a, the permittee shall remove
sewage sludge, as needed, to ensure proper operation of the treatment works. The permittee is encouraged to have sewage
sludge removed from the treatment works not less than once during the 5-year permit cycle to maintain the treatment
capability of the treatment works.

SECTION Q. CONTRIBUTING INDUSTRIES AND PRETREATMENT REQUIREMENTS

This section is only applicable to Publicly Owned Treatment Works (POTWs)

1. The following pollutants may not be introduced into the treatment facility:

a.

Pollutants which create a fire or explosion hazard in the publicly owned treatment works (POTW),
including, but not limited to, wastestreams with a closed cup flashpoint of less than 140 degrees
Fahrenheit or 60 degrees Centigrade using the test methods specified in 40 CFR 261.21;

Pollutants which will cause corrosive structural damage to the POTW, but in no case discharges with pH
lower than 5.0, unless the works are specifically designed to accommodate such discharges;

Solid or viscous pollutants in amounts which will cause obstruction to the flow in the POTW, resulting in
Interference;

Any pollutant, including oxygen demanding pollutants (e.g., BOD:s), released in a discharge at a flow rate
and/or pollutant concentration which will cause Interference with the POTW;

Heat in amounts which will inhibit biological activity in the POTW resulting in Interference but in no
case heat in such quantities that the temperature at the POTW treatment plant exceeds 40 degrees
Centigrade (104 degrees Fahrenheit) unless the Approval Authority, upon request of the POTW, approves
alternate temperature limits;

Petroleum oil, nonbiodegradable cutting oil, or products of mineral oil origin in amounts that will cause
interference or pass through;
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g Pollutants which result in the presence of toxic gases, vapors, or fumes within the POTW in a quantity
that may cause acute worker health and safety problems; and

h.  Any trucked or hauled pollutants, except at discharge points designated by the POTW.
2. The permittee shall require any indirect discharger to the treatment works to comply with the reporting
requirements of Sections 204(b), 307, and 308 of the Clean Water Act, including any requirements established
under LAC 33:IX.Subpart 2.Chapter 61.
3. The permittee shall provide adequate notice of the following:
a.  Any new introduction of pollutants into the treatment works from an indirect discharger which would be
subject to Sections 301 and 306 of the Clean Water Act if it were directly discharging those pollutants;

and

b.  Any substantial change in the volume or character of pollutants being introduced into the treatment works
by a source introducing pollutants into the treatment works at the time of issuance of the permit.

c.  Any notice shall include information on (1) the quality and quantity of effluent to be introduced into the
treatment works, and (2) any anticipated impact of the change on the quality or quantity of effluent to be
discharged from the POTW.

SECTION R. SEASONAL LIVETATIONS

Seasonal limitations may be established under this general permit. If a facility is determined to require seasonal
limitations, the monitoring requirments and limitations will be specified in Appendix A of the permit authorization.
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STANDARD CONDITIONS FOR LPDES PERMITS
SECTION A. GENERAL CONDITIONS

1. Introduction
In accordance with the provisions of LAC 33:1X.2701, et seq., this permit incorporates either expressly or by
reference ALL conditions and requirements applicable to the Louisiana Pollutant Discharge Elimination
System Permits (LPDES) set forth in the Louisiana Environmental Quality Act (LEQA), as amended, as well
as ALL applicable regulations.

2. Duty to Comply
The permittee must comply with all conditions of this permit. Any permit noncompliance constitutes a

violation of the Clean Water Act (CWA) and the Louisiana Environmental Quality Act and is grounds for
enforcement action; for permit termination, revocation and reissuance, or modification; or for denial of a
permit renewal application.

3. Penalties for Violation of Permit Conditions
a. La. R. S. 30:2025 provides for civil penalties for violations of these regulations and the Louisiana
Environmental Quality Act. La. R. S. 30:2076.2 provides for criminal penalties for violation of any
provisions of the LPDES or any order or any permit condition or limitation issued under or implementing
any provisions of the LPDES program. (See Section E. Penalties for Violation of Permit Conditions for
additional details).

b. Any person may be assessed an administrative penalty by the State Administrative Authority under La.
R. S. 30:2025 for violating a permit condition or limitation implementing any of the requirements of the
LPDES program in a permit issued under the regulations or the Louisiana Environmental Quality Act.

4. Toxic Pollutants

a. Other effluent limitations and standards under Sections 301, 302, 303, 307, 318, and 405 of the Clean
Water Act. If any applicable toxic effluent standard or prohibition (including any schedule of compliance
specified in such effluent standard or prohibition) is promulgated under Section 307(a) of the Clean
Water Act for a toxic pollutant and that standard or prohibition is more stringent than any limitation on
the pollutant in this permit, the state administrative authority shall institute proceedings under these
regulations to modify or revoke and reissue the permit to conform to the toxic effluent standard or
prohibition.

b. The permittee shall comply with effluent standards or prohibitions established under Section 307(a) of
the Clean Water Act for toxic pollutants and with standards for sewage sludge use or disposal
established under Section 405(d) of the Clean Water Act within the time provided in the regulations that
establish these standards or prohibitions, or standards for sewage sludge use or disposal, even if the
permit has not yet been modified to incorporate the requirement.

5. Duty to Reapply
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